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Air Conditioning harness installation instructions: Figure B 92972094 
Figure A: 1987 ONLY 


firewall 
grommet 


dark green wire 
from pigtail “J” 


Nw 
to pressure A 


switch on 
to accumulator 


If you are not using an idle 
compressor 


solenoid, do not attach terminal 
“D” and connector “G”, 
instead splice the light green 
wire from the firewall grommet 
to the light green wire from 
pigtail “J”, using splice “M” 
and shrink tube “N”. 


double crimp wires and diode 
“L” leads, into “C” terminals 
then solder crimps, before 
inserting terminals into 
connector. Be aware of diode 
polarization before crimping. 


Heater switch 


= TA connector from 
passenger = 
compartment lees E ee EEE 510707 Dash 


K harness 


engine 
bay 


route wires thru grommet 
“H” and connect to engine 
bay devices, as shown on 
page 3 (lubricating grommet 
and/or wires, may help wires 
pass thru grommet easier) 


to A/C 
controls 


from inside the passenger 
compartment, mount grommet 5 7 0712 
“H?” in the firewall hole adjacent 
to the blower/evaporator 


assembly Air Conditioning 92972094 
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AA A A A A A A A A A AAA 


firewall 


Air Conditioning harness installation instructions: 92972094 


æ firewall 
\ \)\ grommet 


to 
blower 


D 
G 


J S7 
to pressure 
switch on if you are not using 
accumulator to idle an idle solenoid, 


see Fig. B 


solenoid 


to blower/ 
evaporator 
resistor 
to blower/ 
evaporator 
relay 
a, 
(1987 ONLY: 
see Fig. A) 


to 
ground 


starter 510712 


solenoid 
92972094 


Page 3 Rev1.0 3/25/2021 DB 


THIS PAGE HAS BEEN 
INTENTIONALLY LEFT BLANK 


510712 


92972094 
Rev1.0 3/25/2021 DB 


